Minimodul pin konnektor TMK 2000 serisi

Duz sirah, Kilitlerne kulakli, dik monte edilen tip.

Minimodul pin connector series TMK 2000

TWNIK

In line, vertical type with snap-in locking device.
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Hammaddeler Materials
Govde: Termoplastik UL94 V-0 Housing: Thermoplastic UL84 V-0
Terminaller: Cu Zn 5 pm Sn Terminals: Cu Zn 5 pm Sn
Olgiiler
Teknik dzellikler Terminal Adedi Tip Numarasi Dimensions
= No.of Terminals Type Number
Technical data A B
Terminal basina max. akim 5A70° C 2 2.5 TMK 2002 25 7.9
Max. Current load per contact 3 2.5 TMK 2003 5.0 i2.2
4 2.5 TMK 2004 7.5 147
Cevre sicakliginda anma akimi 5A/30° C 5 2.5 TMK 2005 10.0 17.2
Normal current rate at 6 2.5 TMK 2006 12.5 19.7
ambient temperature T 2.5 TMK 2007 15.0 22.2
8 2.5 TMK 2008 175 247
Kullanma sicakiig +15°C o &b Thak 2009 e 2.2
Temperature range . 40°C 10 2.5 TMK 2010 225 29.7
1 2.5 TMK 2011 25.0 32.2
y : 12 25 TMK 2012 27.5 347
Terminal mesafesi 2.5 mm 13 2.5 TMK 2013 30.0 37.2
Pitch dimension 14 2.5 TMK 2014 325 39.7
15 2.5 TMK 2015 35.0 42.2
Terminal cinsi Lehimlenebiir 16 25 TMK 2016 375 44.7
Terminal type Solder 17 2.5 TMK 2017 40.0 47.2
18 2.5 TMK 2018 425 49.7
: : 19 2.5 TMK 2019 45.0 52.2
i SHIBL 20 25TMK2020 | 475 | 547
Izolasyon direnci > 109 Q —
Insulation resistance TMK 1052 - 1502 - 1802 igin
For TMK 1052 - 1502 - 1802
Anma gerilimi 250 V




